
IZulu Theatre 

Venue capacity:  577  

Seating plan: Cinema style seating. 

Space for Paraplegic patrons:  x 4 

 

Audio: LA-Acoustic Line Array System 

Left and Right Line Array 

4 x Low Mid 

12 x HI-MiD 

8 x Subs 

2 x JBL JLX monitors. 

1 x DBX Processors 

1 x Yamaha TF5 Digital Console 32 Channel  

1 x CA 12 Amplifier for Subs   

1 x Crest 1500 dual amp for monitors  

2 x SX100 Monitor speakers.  

2 x Shure Handheld Mics 

 

Lighting 

1 x Clay Paky 1200 HMI Followspot (No Operator)  

24 x Versalite HP LED Cans  

8 x Showline LED Punchlite  

1 x Martin M2 Go mixing console. 

8 x Chau-vet 375 spot 

 

Stage 

Width @ 3m in = 13.5m  

Front of Stage Centre to Upstage Centre in front of Sliding garage doors = 9.3m  

Height from Stage Floor to Proscenium Arch = 6.160m  



Height to Stage Floor to mother grid = 12m  

Width of raised area above Garage Doors = 2.3m  

Height of Garage Doors = 2m  

Length of curved front of Stage Apron = 17.4m  

Length of curved rear Garage Doors = 21.3m 

 

Changerooms: x 2 with aircons, showers and restroom facilities 

Laundry room: X 1  

WIFI: Free 

Bar facility: x 1 

Public restrooms: available  

Please contact 031- 580 5000 for booking enquiries or send an email: sibayainfo@suninternational.com.   

mailto:sibayainfo@suninternational.com

